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I. INTRODUCTION /_ ,/.r _

Io ? o

The studies summarized in this Report were conducted to determine

whether or not _here is adequate justification for seriously considering the

propelled capsule approach for the Mariner B spacecraft (Ref. 1). The studies

were a joint effort by representatives of Divisions 31, 34, 35, and 38 of the

Laboratory, and were conducted utilizing specific trajectory data for the 1964

Mars opportunity only because these data were currentJy available. Although

the approach geometry will be somewhat different for the 1966 and later oppor _

tunities, it is an ">ated that these differences will not affect the conclusions

reached in this investigation.

The aovantages of propelling the capsule from the spacecraft on a fly-by

trajectory, as opposed to merely dropping it from the spacecraft on an impact

trajectory and then diverting the spacecraft bus (discussed in Ref. 2), are

briefly summarized below:

1. Enhancement of over-aU mission reliability by minimizing

the number of spacecraft propulsion maneuvers

2, Elimination of spacceraft bus sterilization by substantially

reducing the probability of impact on the planet

3. Over-all weight saving by trading the miss-maneuver on the

heavy bus for an impact maneuver with the lighter capsule,

and also eliminating the need for a very accurate approach

trajectory for the spacecraft

4. Elimination of the spacecraft=capaule eclipse by Mars after

capsule entry.

1964000993-009
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II. SYSTEMS SELECTED FOR STUDY

The two systems sel_cted for detailed investigation were: (1) thepassive

capsule system (nonpropelled), described in Ref. 3, and (2) the propelled cap-

sule system. For bo_h configurations, the representative systems selected for

study were those presenting the least risk to the fly-by mission.

A. Passive Capsule S_ste_

Since the passive capsule system was discussed thoroughly in the

Mariner B Study Report (Ref. 3), only a brief description will be presented

here. The basic sequence of events is as fol!ows:

1. The midcourse correction(s) will aim the spacecraft on an

impact trajectory towards the capsule aim point on Mars.

2. Dispersions in the impact trajectory will be reduced toapproximately +800 km (2.5 a) at Mars by making two

approach corrections at distances of approximately 1,500,000

km and 400, 000 km from Mars.

3. After the second approach correction, the capsule will be

separated from the spacecraft by a small (spring) impulse.

4. Upon completion of the capsule launch, the spacecraft bus

will be reoriented and the miss-maneuver will be performed

by the midcourse propulsion system.

5. The capsule will enter the Martian atmosphere and land, and

the bus will fly by the planet. The dispersion of the )1y-by

trajectory from the intended aim point will be approximately

1964000993-010
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±800 km {2.5 a). After the capsule lands, the spacecraft bus

may be eclipsed. ?.'he eclipse duration will vary up to 2.4

hours, depending on the dispersion.

The midcourse correction, the two approach corrections, and deflection maneu-

vers are to be performed by the midcourse propulsion system. If the midcourse

propulsion system or the spacecraft orientation system fails, then the space-

craft will have a high probability of impacting the planet, as shown in Table 1.

Table I. Approach trajectory dispersions for passive capsule
(for aim point, see Fig. 1)

Probability of fly-by
trajectory being successful Probability of

Maneuver failure (within Region I of Fig. I ) impact
percent perc ent

First approach
correction I.7 56

Second approach
correction O.06 8lJ

Spacecraft bus
miss-maneuver < 0.001 96

The successful fly-by region ia assumed to be Region 1, shown in Fig. I,

which is a plot of the asymptotic aiming zones to avoid Sun. Canopus, or Ear*,:.

eclipse by Mars for arrival between July 4 and July 18, 1965. If t._c fly-by tra-

jectory asymptote lies within one of the eclipse zones, an eclipse will occur

sometime during the fly-by mission phase. It is estimated that no look-angle

restriction of the planetary instruments will be experienced for flights wifi-,m

" 3 "
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Region I. The effectof the Sun eclipse would be to lose attitudecontrol and

solar-panelpower. Ifthe Canopus-probe-Mar8 near-limb angle is less then20°,

the star-s_,_kermay be con!used by Mars, in which case rollcontrol willbe Inst.

An Earth eclipse(Earth-probe-Mars near-limb angle < 5°) would lose telemetry

during the eclipseperiod, but may not cause loss of data since the recorded

data could be transmitted afterthe eclipseperiod. The outer boundary of

Region I was assumed at 25,000 kr_,radius 131from Mars. This resultsin a

maximum periapsis of about 23,150 km (for Va0 ffi 4.8 km/sec). This boundary

will depend upon instrument resolution limits. Even though an Earth eclipse or

a fly-by boundary of greater than 25. 000 km could be tolerated, for the purpose

of this mvestLg_tion, the suc,:essful fly-by region is considered to be Region I

(FLg. I). The probabilities of being _-ithin Region 1 and the probabilities of

:mpactlng the planet (Table i ) were computed using a dispersion at Mars result-

xng from m_dcourse and approach correction errors show11 in Table 2.

B. Propelled Capsule System

Many variationsof the propelled capsule system are possible. They all

_ have in common two basic advantages: (1) reduction m total propulsion system
I

! mass due to less propellant requirement to perform the deflection maneuver

I (capsule is far lighter than the bus), and (2) extremely reduced probability of the

bus impacting the planet, since the wpacecraft is always azmed on a i_.y-by tra-

jectory.

1The impact parameter B is the distance from the center of Mars to the trajec-
tory asymptote.

1964000993-013
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Table 2. Trajectory dispersions at Mars resulting from 10_idance errors

Guidance errors kn_ (lo)

Instrument errors (JPL currem estimate) 1,200

Radio-trackin_ error 2,000

AU error assumed z_eg!igible

' RMS total 2,340

_-.,_,. Dispersion at Mars km (lo)

i- Dispersion resultintz from an approach

" _ correction made l, 500. 000 km from

l Mars B65

Dispersion resulting x'rom an approach
correction made 400,000 km from

Mars 320

For the purposes of this investigation, the selection of the propelled

capsule system was based upon the ," ,tlowing requisites:

1. The capsule propulsion system sho_tld not require cor._mands

": from the spacecraft t)us, exc _pt for- launch signal (t)'e capsule

_7:_ rocket-motor impulse should be preset).
• .,_ .

i: 2. The system should il_ as sit,_ple as possible, with risk to the
fly-by mission kept to a minimum.

:*_" 3. The capsulc should not employ an active guidance system.

' _i ?

_)ii_ To fulfill these desired requisites, the following =;ystems seem most promising.

" 6 "
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!. Propelled Capsule System with a Highly Corrected FI3_BY TraJectory

This system uses essentially the sam_ npproach-phase _'_quence as

the pas__ive capsule system, ex_:pt tl-uxt the _ppr_ch tt_jector_ ts th_ same ,_s

the fly-i_y trajectory, and the deflection reaneuver is made with the capsa_e

rather than the bus. For the approach sequen,,e. :_m_ ct_rrecttmm ;_ e En_de ;m

the spacecraft approaches Mars on a fly-by trajectory. Jest after *,he comple_

tion of the second approach correction, the c_psuIe ts aimed bx turning _he

spacecraft, then separated, and the capsul- deflection m_Ln_uver impulse ts pro-

vided by a fixed impulse solid-rocket motor.

This system has the two main advantages and meet_ the desired

requisites listed in the foregoing, and pl"ovides a fly-by trajectory with the

same dispersxon of about +800 km (2.5 o) as for the passive capsule configura-

tion, However. the fly-by mission can tolerate a dispersion considerably

greater than ±800 km (2.5 0). The following syste_ takes advantage of _his

aspect.

2. Propelled Capsule System with a Simplified Approach-Phase Sequence

If a propulsion syUtet_ _. i_l used to propel the c_psule, the fly-by tra-

jectory does t_ot req_re hhe same degree of correction as the capsule trajectory.

S_ce each mrmeuver presents some additional risks to the fly-by mission,

reducing the number of correction maneuvers will improve the over-all proba*

btJity of success, However. this improvement in reliability will come at the

expense of accepting a larger dispersion in the periapsis of the fly-by trajectory.

The most advantageGus system from this point of view is briefly described as

foliows:

- 7 -
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The midcourse, correctim wiE aim the spacecraft at a fly-by aim

point in the center of ReGi-_ | (as previously described in Fig. ] ). The approach

g_id_'_ce measurements w_l be _aci_ as '.he spacecraft approaches the plat.e,..

The first set of measurements will be completed when the spacecraft is at a

distance of about 1,500. 000 km from Mars. I_,the trajectory is found to be

within Region I, no approach correction will be necessary; but if the trajectory

is outside Region I, an approach correction will be made and the spacecraft will

be aimed on the fly-by trajectory. Assumed dispersions at Mars resultmg from

midcourL _ correction errors were taken from ReL 3, The cttrrent JPL esti-

ma*.e of instrument errors is approximately 1,200 km (1 o). The radio-tracking

_. errors, 2, 000 km( I o), and a negligible AU error result in _n RMS total of

approximately 2,340 km (I a). This 2,340 km is tb.e semimajor axis of the I o

error ellipse; however, in this Report, the dispersion ellipse was conservatively

assumed to be a circle of 2, _i0-km (I o) radius. By using this error circle,

the probabilities of the fly-by trajectory being w':thin Region I (not requiring an

approach correcticm) and of impacting the planet Rre sho_nn in Table 3.

The secmut set of approach guic_nce measurements will be com-

pleted when the spacecraf', is approx:mately 400. 000 km from Mars. From

these and pre_iotm measuremtmts, the fly-by trajectory will be determined and

the requi_-ed capsule deflectl_m m_neuver will be calculated. The c:tpsule solid-

rocket motor, with a fixed impulse. _nll be designed to perform the capsule

deflection maneuver at a daatance of 400. 000 km frc_m Mars, when the fly-by

trajectory is at the outer extremity of Region. I (B = 25, 000 km}, If the fly-by

trajectory has B less than 25,000 km, the distance from the planet where the

g -8-
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Table 3. Approach trajectory dispersions for propelled cap_ule configuration

Degree of trajectory ] Probability of Probability of trajectory
correct/on (!ast c_rrection I trajectory being impacting planet

successfully i successful (wlthm (periapsis < 3 60() kin)
which w_

cow.pIeted) ! Re_'ion I, Fig. I) percent

I percen_

I

Midcourse ! 77 1.6*

W

lMidcourse plus
approach correction [ 97 0. 1

t
*This probabLlity can be substantially reduced by biasing the midcourse correc-
tion aim point (see Ref. 6).

deflection maneuver is rr,ade will be adjusted so that the fixed impulse wilt direct

the capsule towards the capsule aim point. From the spacecraft bus and capsule

trajectory studies of Ref. 3, i,t was shown that a spacecraft-capsule eclipse by

Mars will not occur even for the worst case (52" entry angle}, if the fly-by tra-

jectory has a radius B greater than 17,200 kin. In this region the deflection

maneuver will be made perpendicular to the approach-velocity vector. For tra-

jectories with B less than 17,200 kin, the deflection maneuver can be made at

an angle {Jless than 90" to the velocity vector. _ will eliminate the space-

craft-capsule eclipse for most combinations of B and entry angle. The angle {D

is limited to a minimum of about 60 to 70" in order that the dispersion in capsule

entry angle does not become excessive. For fly-by trajectories on the boundary

of Region I nearest the planet and an angle I of 70", an eclipse of up to 3-1/2

hours will occur, depending upon the capsule entry angle.

-9 Q
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HI. PROPELLED CAPSULE FEASIBILITY STUDY

A. Cap e D persio AnaX ,,,

The attainment of capsule dispersion, mt.hm the _tllow_ble Limits is of
L

great si4p_ficance m establisbiug the feasibilit 7 of using a propelled capsule. ,_

Based on the requisite that an active guidance system should not be used on the i
)

cspluie, (me approach to properly direct the rocket motor during firing is by i
J

means of spin stabilization. Another approach is the use of an attitude- J

stabLLized capsule, which is currently under investigation at the L_borat.ory.

The general problem of propulsion of a spinning body _ss been analyzed

in Ref. 4. The results show a dispersion angle (angle between actual impulse

vector and aiming vector) and coning angle (average angle betweezi thrust vector

and capsule spin axis) as a function of initial attitude rate. side-_hrust compo-

nent and pitching moment due to misalignmenL' spin speed, burning time, and

body moment of inertia. Reference 4 also provideu attitude angles as a function

of time and pi*_chmg moment for various spin speeds and ratios of moments of

inertia.

The following assumpt,,_'_s were made for all cases:

Thrust w._ctor to c.g. misalignment - 0, 01 rad (2.5 o)

Thrust offset - 0. 050 in. (2.5 u)

Initial attitude rate • 0. 050 rad/sec (2.5 a)

The estimated capsule, dispersions for the launching and execution of the

capsule _ieflection maneuver are shown in Table 4. The contributing errors are

I

-10- t
| is
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Table 4. Ma-iner B capsule launch and maneuver errors

I
Angular or)entahon errors (2..5o) Degrees

Basic spacecraft aiming error 1.5

Spacecraft alining error due to capsule
spin-up on spacecraft 2.5

Angular dispers.ions (6) of capsule due *,o

launching (Fig. 2), assuming a spin rate
of I0 rad/sec I

RMS total _- 3

Deflection-impulse magmtude errors (2. ,_) P_'rcent

TotaI impulse variations due to propellant
batch-to-batch variations 0.3

Total impulse variations due to an assumed

propellant-temperature uncertainty. (+60°F) 0.6

Total impulse variations due to loading errors 0. I

Coning error, assuming a sp'_n rate of

I0 rad/sec 0.25

RMS total 0.7

of two types: (l) those corresponding to a dispersion in the angular orientation

of the impulse vector, and (2) an error in the effectivt- magnitude of the impulse.

These capsule launch and maneuver errors are quite conservative. For

comparative purposes, the dispersions computed on the Ra_rcapsule by Aero-

nutronics 2 are listed in Table 5.

2Aeronutronics, a Diviaion of Ford Motor Company, Newport Be_,-h. Calif.

oi1 o
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Table 5. Ran_er capsule lam_ch and maneuver errors
:ram

Total angular orientation error 1.2 ° (2.5 a)

Total impulse magnitude error 0. 56% (2.5 0)

Capsule dispersion e__timates based on the data of Table 4 are listed in

Table 6 for fly-by trajectories at the boundary of Region I which is nearest to

the planet (B ffi 12,300 kin) and farthest from the planet (B = 25, 000 kin). The

_ dispersions are presented as in-plane dispersions (dispersions m the plane which
•i_._, contains the approach-velocity vector and the deflection-impulse vector) and o_t-

.....:! of-plane dispersions (dispersions in a plane perpendicular to the approach-

velocity vector). In-plane dispersions are of main concern since they are m
!

the radial direction and seriously affect the capsule entry angle.

The out-of-plane dispersions are in the circumferential direction and

are of much _,ess concern because they have lithle effect on the entry angle. The

approach guidance system accuracy was assumed to be the same for both the

propelled and passive capsule configurations.

)

The results of this analysis demonstrate that, even though the errors

assumed are quite conservative, the propelled capsule has the same entry-angle

accuracy as the passive capsule. The only exceptions are for fly-by trajectories

near the _op boundaries of Region I. For trajectories near this corner the cap-

utile entry angle will vary from about 0 to 57* for the 2.5 o dispersion ellipse if

the capsule aim point is at 20° N latitude 3. as shown in v'ig. 2. The 2, 5 ct
!

3Latitude as used here is the angular distance above the'_'_ plane,#

J - 12 -
":u_? i i
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Table 6. Capsule Jispers.,)ns (2.50) for propelled capsule

Capsule dispersion (2.5o) at Mars due to error source List_l

Fly-by trajectory Region I, Fig. I Region I, Fig. I
Nearest to planet Farthest from p4amc,t

position (B : 12_300 kin) (B = 25,000 kn0

D/stance from

Mars at capsule
separatmn 180, 900 lun 400, 000 km

Angle _ between
approach-
velocity vector
and deflection-

impulse vector 70 ° 90"

In-pla, _ Out-of-plane In-plane Out-of-plane
Dispersion plane (radial) (circumferential} {radial) {circumferential)

Error Source

Approach guid_nce
position
determination
error ± 700 km ± 700 km ± 800 krn ± 800 km

Angular error in
velocityimpulseo
±3" (2.50) ±205 km :tS00km ± 28kin ±ll00km

Impulse magnitude
error, O. 68%
(2.50) ± 60 km 0 ± 150 km 0

Ignition-time
error for capsule
rocket- motor

ignition, 10 sec
(2.5 o) 2.4 km 0 2.5 km 0

i

RMS total {3.5o) ±?30 km ±660 km ±812 km :t 1360 Icm

-13 -
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Fill. 2. Calzlule dilperlicms (2.5 a) for prope|led and

passive cap4ule confiKurationa (YG) " 4.5 kmlsec)

- 14 -
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dispersion ellipse wi/l always be within the 20 to 52" entry-angle corridor if the

capsule aim point is established at the same latitude as the fly-by trajectory.

Figure 2 shows the _persi_u elllp6es for B ; 25.000 km and for equal capwile

and fly-by latitude of 30" (minimum within successful _ly-by region) and 75"

(max/mum within successi_ul fly-by regiom).

B. Capsule-Bus l,sten_timm

The next problem investtlated was the mteractioa of the capsule and bus

during separation. It was decided to auL ne that whether or not a spinning cap-

sule would be released, the method of ejection would be the same. The only

diffe_-ence, then, is the effect of spin-up, it was also decided that any spin-up

mechanism should be o_ board the capsule. Figure 3 represents two typical

ways of satisfying this constraint. As shown, an electric motor could be used

to spin ul: the capsule wl_le it is attached to the bus. It is estimated tl_nt, by

using the roll jets to provide the react/on torque during spin-up, a long spin-up

period (I0 to 20 minutes} would be required. During this time the spacecraft

would be oriented off the Sun. and the pitch and yaw jets would either be cut out

to prevent gyroscop/c croma-couplin_ or the control torques resol_ed. The

spacecraft aiming error ot 3.5" (5.5 u) due to the capsule spin-up on the space-

craft, used in the d/spersion analysis (see Table _). assumes this type of spin-up.

Another possible method of spin-up while attached to the bus is to counterbalance

the torque required for capsule spin-up by spinn/ng up a flywheel. Such an

arrangement will allow faster spin-up and will not requ/re the near-continuous

use of roll jets to provAde the reaction torque during sp/n-up.

- 15-
I I II It
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\
_--- SPACECR_'T

0ESPINWEIGHTS. DRIVE PINP ':-LER STRUCTURE
O. MOTORDRIVEN

h
_-EJECTIONSPRING

• " / R

LSJqNJETS_N0
0(SIqN WEIGHTS

b JET 0RIVEN

Ftg. 3. Typical spin-up methods

_."

- 16 -
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An alternate technique of reduciz_ spacecraft torque and allowing a

rapid spin-up is by the use of spin :lets. However, the bearing friction _a jet-

gas impingement would be felt by the, bus. It/s believed that with proper design

these effects can be made sma_. Ix,,order to completely eliminate these rater-

actions, the possibility of spinning up after separation was investizated. Refer-

ence 4 provided attitude rate, spin-jet malalignments, thrust differences, and
i

unbalance. The ca/culatlon of attitude angle and attitude rate vs time was based

on the following assumptions:

Spin-jet thrust-difference malalignment = ±0.01 tad
with tangent plane

Ms/alignment with spin-jet plane = 10. 01 tad

Differential radius = 0. 010 in.

Displacement from spin-jet piane = 10, 010 in.

Nominal diatance from c.g. to spin-jet plane = 0

It can be shown that for a given launcher length the attitude (pitching)

rate at separation of a nonspinning vehicle wiil vary direct!y as the launching

velocity {assuming the torque at ejection is propor_/onal to the work requ/red of

the launching mechanism). Assuming a I-ft/sec launch velocity, the

rate w_s estimated to be 3"/sec. With this tumbling rate it is aplmrent that

spin-up must occur very close to the bus so that the pitch anlOe does not become

excessive. As a matter of fact, it must be w/thin less than I ft to stay wlth/n

aUowable limits. Therefore, there appears to be very litt_e ad_nta_ m sepa-

ration prior to spin-up.

- 17 -.
I
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So long as ignition of the cnpsule rocket motor occurs at a sufficient

cltstance from the bus, it world appear that launching the calzlule by spLming u-p

while attached to the bus is quite feasible. In Ref. 5 it was eetimate_J that the

separation distance should be about 27 5 ft at ignition based upon a cupsule initial

acceleratioa of 0. 1 g. The maximum distance which would be req_,_ired to

acc_,mmodate _y capsule acceleration is estimated to be 385 ft. The. with a

capsule ejection velocity of I ft/sec, a coast period of about 6 minmcs would be

reqmred. The ignition and despin signals could be given by a tizner which is

started at ('apsule launch. Despin could be accomplished by a "yo-yo" device or

by solid-propellant despin motors.

The results of these analyses and investig 4ions indicate that a propelled

capsule system is quite feasible, and that launchiL,_ c+ ,: _ accomplished by spin-

ning up the capsule while attached to the spacecraft.

IV. ADVANTAGES OF A PROPELLED CAPSULE

i+ With the feasibility estab;ished, the next task was to examine mor_

'- closely the apparent advantages of using a propelled capsule.

A. Mission Reliability,

A reliability ;mly_is was performed for both the pssAive and propeUed

capsule configurations. The purpos_ of this analysis was tc estimate the prob-

&bilities of success for the fly-by and capsule phases of the missioo. Tabl_ 7

+._ shows the spacecraft system reliability estimates made by pe_l d l_Lvlsimul

34, 35 and 38. In this Report, spacecraft txw md capsule are brokms down into

I, - 18 -
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syltem_t aa st_ow_ m Table 7, The systems which are not listed are assumed to

have no bearing on this s',udy. For systems which affect the fly-by m_s$ion.

l. System falls and ts tmabl¢ to perfo=m the maneuver but does

nct abort spacecraft bus.
P

2. System fails and aborts spacec.-aft bus.

The _pproach phase of the missies is divided rata tire maneuvers for comparison

purposes. Maneuvers rot lister} a.-e not affected by the alternatives under study.

RelzabtiAty e_timates assume that prior functions of *he system {if required)

,_-tvebeen successful+

Table 8 shows the effecuve system rei;abtlities.These are ',heprobabil-

itiesthat a system ,+'tIl not cause a m_-ssion fat!are, "D,e effective arid actual

reliabilities are the same for mode 2 system fadures {system fails .,nd aborts

spacecraft bus). For mode t system failures {system 2ads or is unable to oper-

ate but does not at_rt spacecraft bus), the effective system rehabil_ty is based

on the actual system, eliabflity and probability that a system failure will cause

mission failure. For example, at the time of the first approach correction for

the propelled capsule configuration, if the Sl_Jcecrait-but_ propulsion system has

a mode 1 failure and thus is unable to make the first approach correction, the

fly-by miss,_on still has a probability of success of _7%. because this is the

probab_ity that the bus propulsion system will not be required to operate (see

Table 3). The effective reliability of the spacecraft-bus propulsion system is

given by

- 20 -
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Ref f - Rsc t + (I - Rac t) P

where

Ref f = effective bus propulsion system reliability

Rac t : act.ual bus propulsion system reliabcl/ty

P = probabLlity that a maneuver failure wi//not
cause mmsion failure

For this example:

Rac t = 0. 98

P= 0.77

Ref f = 0.98 + (1 - 0.98)(0.77)

Reff = 0.9954

Using the effective system re.liab/lities listed in Table 8, the probabil-

ities of mission success were computed as shown in Table 9.

For cornparib,h-L the ratio of probabilities for the passive and propelled-

capsule configurations are presented in Table I 0.

Table I0 U_dicates that the fly-by mission has approximately 12_, higher

probabLlity of succesw with the propelled capsule configuration than with the

passive capsule configuration. However, the probability of capsule mission

success i8 estimated to be 15% lower for the propelled capsule configuration.

Another way of comparing mission reliability is to consider the probabil-

izies of f_ilure. These are shown in Table I.I. Thus, by employing a propelled

capsule the probabLlity of mission failure can be reduced by 36'/, for the fly-by

• ..... .o

llniJ[SSion U IA1C:_r¢lal_ _jf "=._"l'_k...#"_" tk,., e.ss_itl|p____I_l//Wlion.

-|1 -
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Table 8. Effective spacecrai't system reliabilities

Fly-by mission Capsule miss:on

Spacecraftsystem Propelled Passive Propelled Passive
âpsule capsule capsule ._apsulc

configurationconflguration configuratxon configurat_.on

Guidauc nbserva-

: ,m,t . metering,
ar.a computat_.on

systems O. 978 O. 916 O. 938 O. 916

Command and

sequencingsystem 0.978 0.955 0.940 0.951

:,- Attitude-control and
. commanded-turn

:-_ systems 0.988 0,952 0, 96t_ 0.952

'-""-.-,,. Spacecraft - bus

_:_ propulsionsystem 0.995 0.963 0.994 0.963

• Spacecraftbus

autopilot 0.991 0.937 0,991 0.937

Capsule launching
system including
separationfrom
spacecraftand

capsule spin-up 0, 90 0.999 0.85 0. _gb

Capsule propulsion
system 1.0 - - 0.99 - -

Capsule timer for
ignition and

despin signals 1.0 - - O. 9_ - -

Capsule despinsystem I.0 - - 0.90 - -

Product of effective

reliability O, 840 O. 751 O. 630 O. 744

• _ - 22 -
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"['able 9. Probabilities of mission success

Capsule Mission success probabllities

configuration {successfulfly-byareaRegion I, Fig. I)

Fl)-by mission Capsule mission

i

Propelled capsule 0.84 PoRb 0,63 PoRbRc

Passive capstone 0.75 PoRb 0.74 PoRbRc

i n i m ,.

Po = Pro_mbility of success of fly-by tnd capsule mission through
launch, midcourse, and coast

Rc : Effective reliability of capsule systems not affected by capsule
propulsion

Rb : Effective reliability of _pacecraft bus systems not affected by
capsule propulsion

Table 10. R_tio of pr,_Jabilities of mission success for passive
_nd propelled capsule configurations

Fly-by mission*

Probability of success of fly-by mission

P I = with propclled capsule configuration J. 84 PoRb
Pr--'-obability of s,_ccess of fly-by mission = 0.75 PoRb 1.12

with passive c ;ipsule configuration

Capsul_ mission*

Probability of success of capsule mission
with pro_,elled capsule 0.63 PotRbRc =

P2 " Probability ot success of capsule mission = 0.74 PoRbRc 0. 85
with passive capsule

m
i

*For notation of symbols, _ee Table 9.

- 23 -
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Table I I. Ratio of probabilities of mission failure for the passive
and propelled capsule cm_figurations

Fly-by msss_on

Probability of failure with propelled

FI capsule_ration I - 0.84" ProbabLliL_ of failure with passive a I - 0.75 ; 0.64
capsule configuration

Capsule v'ission

Probability of failure with propelled

F2 = capsule configuration • I - 0. f_3 = 1.42Probability of failure with passive I - 0.74

_ capsule configuration

_

_-_ Ttle reliability estimates _resented in Table 7 indicate that for the pro-

peUed capsule configuration, the potential causes of failure are attributed to the

capsule launching and despm systems. If a considerable amount of effort could

be put into development of these systems, it might be possible to increase their

reliabilities. The effect of these improved reliabiliUes upon the probabilities of

mission success are shown in Table 12.

If these re}iab,:iities can be achieved, then. using the propelled capsule

configuration, the probability uf succrss can be increased by 2I% for the fly-by

J lvi_ton and 13y ._%for the capsu!e mission, as shown in Table 13.
4

B. Weight Reduction

Weight estimates fc,r t_:c propelled capsule configuration, utilizing spin

stabilization, are shown in Table 14.

i - 24 -
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Table 12. Effect of imp.roved launching system and despin system reliabilitiest
upon probabihty of fly-by and capsltie mission success

witl_ propelled capsule configuration

Assumed reliability improvements

System Capsule launching system Capsule despin system

Failure mode 1 2 l 2

Improved reliability 0.95 0.98 0.95 -

Reliability estimate
from Table 7 0.85 0. 90 0.90 -

Probabili_.ies of mission success

System reliabilities Fly-by mission Capsule mission

System reliabilities with
improved reliabiUties

shown above (0.91) PoRb (O. 78) PoRbRc

System reliabilities from
Table 7 (0.84) PoRb (0.63) PoRbRc

Table 13. Ratios of probabilities of mission success based upon
improved launcher and despin system reliabilities

Fly-by mission

Probability of success of fly-by mission

p_ = for propelled capsule configuration 0.91 PoRb .
Probability of success of fly-by mission • 0.75 PoRb I. 21

for nonpropelled capsule configuration

Capsule mission

Probebility of success of capsule mission

pl for propelled capsule configuration O. 78 PoRbRc .
Probability of muccess of capsule misstml • 0.'/4 PoRbR e 1.05

for nonpropel _ed capsule cmffiguration

- 25 -
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Table 14. Weight estimates for propelled capsule configuratiou
utilizing spin stabilization

_cecra-_t weight 137U lb

Cal_ule weight without propulsion svsteln 239 |b

Deflecttcm impulse 296 m/see

System weiRhts. Ib

Spa-up motors

I_fl_tim_ impulse motor 30.0

Propellant (Isp vac. 285) 26.7

Inert 3.3

Spin-up motors (2) 3.5

Propellant I. 75

Inert I. 75

Sequence and power supply (approx.) I. 5

Attachments. structure, and despin system (approx.) 5.0

Launcher weight 15.0

Total 55.0

Electric motor

Deflection impul_e motor _0.0

Propellant (Isp vac. 285) 26.7

Inert 3.3

- Drive motor and gear box {spin-up) 2.5

Power t'_apply for drive motor 2, 0

Attachments and structure (approx.) 5.5

Launcher weight 15, 0

I ,, Total 55.0
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Table 15 shows a comparison of the weight of the passive capsule

c_rJfiguration (from Ref. 3), where the deflection maneuver is performed by the

midcourse propulsion system, and the weight of the propelleci capsule configura-

hon (from Table 14).

Table 15. Weight comparison of passive and propelled capsule configurations

Conf_ruration Weight, Ib

Passive capsule

Midcourse propulsio_ system mass required to
perform the deflection maneuver _d second
approach correction 112.0

Launcher mass for passive capsule 10.0 122.0

Propelled capsule

Total mass of capsule propulsion system,
launcher, sequencer, spin-up and despm
systems 55.0 55.0

Net mass saving for the propelled capsule con-
figur_tio_ utilizing spin stabilizaUon 67.0

C. Possible Elimination of Spacecraft-Bus Sterilization

Based on system reliability estimates in Table 7, and the effect of a man-

euver failure shown in Table I and Table 3, the probabilities of the spacecraft

bus impacting Mars are lower for the propelled capsulc configuration than for

the passive capsule system, as shown m Table 16. In these estimate_,, it was

assumed that the probability of the spacecraft bus impacting the planet in the

event of a system failure would be the same as the probability of impact if the

maneuver and subsequent maneuvers were not performed.

- 37 -
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Table 16. Over-all probability of spacecraft bus impacting Mars
(if spacecraft is sucrpssful through la--eh

an_ midcourse correction)
i i,

Configuration Pert.

Passive capsule 22

Propelled capsule 0.25

If the probabihties of launch and midcourse-maneu-Jer success are

':es" included, the estimated total over-all probability ot impac_.ing blars will prob-

ably be of the order of 0. 1% to 0, 2%. This probability xs of the same order as

_" the probability of the unsterilized Agena B booster mlpacting Venus during the

Mariner R mission.

V. ELIMLNATION OF SPACECRAFT-CAPSULE ECLIPSE BY MARS

The probability of a spacecraft-capsule eclipse occurring )dst after cap-

sule descent is approximately 50% for the passive capsule configuration. If a

,; propelled capsule is used the probability of eclipse can be reduced to about 5%.

This improvement is attributed to the greater periapsis distance for most of the
r_

fly-by trajectories used with the propelled capsule covfiguration. For the non-

propelled capsule configuration, the probability of eclipse could also be

i decreased to 5% by increasing the fly-by aim-point radius B to about I ,, 000 km;
however, this increase in separation distance would require an additional 20 lbi
of propellant for the mis,_ maneuver. Since it is expected that communication

_- lock will be lost because of the rapi_ doppler shift during atmospheric entry as

- 28 -
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well as during spacecraft-capsule eclipse, reducing the prnLab_Jity of e_:lipme

} will not allow elimination of the reacquisition capability of the spacecraft

receiver, although it will increase the time for data transmission and improve

the probability of mission success.

Vl. CONCLUSIONS

1. The resulis of the capsule dispersion ar_lysis and the capsule-bus

interactions study establish the feasxbility of using a propelled cap-

sule for the Mars split-capsule mission.

2. The results of the reliabLlity analysis indicate that, if the prime

mission is the Gy-by, the propelled capsule configuration is the

better choice, since it results m a 12% higher probability of fly-by

mission success. However, if the capsule mission is the more

important, the passive _.apsule configuration is the better choice

since it results in a 15% higher probability of capsule r'ission

success.

3, An approximate weight saving of 67 lb can be achieved by using the

propelled capsule configuration as opposed to the passive capsule

configuration.

4. The pro_bility of the spacecraft impacting Mars can be reduced

from about 22% to 0. 25% by utilizing the propelled capsule configura*

tion _s compared to the passive capsule configuration.

5. For the propelled capsule system, the protmbility of spacecraft-

capsule eclip6e is approximately 5_ as opposed to 505 for the passive

c_ule smmtem.
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